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PE (Preiseinheit):  Minimal order volume. Amount less than will  

occur additional costs. 
VE (Versandeinheit): Typical packaging amount.  
 

Can be used outside ( ) 

- no       

- suitable but not allways ( under a roof or at wall)  

- can be used outside without restriction   
 

Name short description area of application  page 
          

UNIVERSALIS retrofit-lamp für most mounting rail systems (with own new wirering)  
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UNIVERSALIS Tragschiene mounting rail for  UNIVERSALIS  
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FUTURIS 4.0 
adapted retrofit-lamp for most rail systems (existing connectors and 
cables are used)    
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SOLIS U LED-Highbay IP65  
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SOLIS E design Highbay IP66  
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SOLIS S large area and extreme altitute lamp IP67  
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SOLIS ST Sportsarea / large area lamp     
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SUPERIS SI®4 Universal-LED-Retrofit-tube T8/T5 (for all ballast and direkt AC/DC)  
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TECTO LED-Compactlamp (alike T5) IP66, also for freezing areas   
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LUCUS wallwasher  IP65  
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UMORIS KOMPAKT LED moisture-proof light - IP66 (rail installation possible)  
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DILUVIS 3.1 LED-floodlight for industrial use IP67  
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LUNIS S LED-high mast lamp (Straßenleuchte) IP66  
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LUNIS S HL LED-high mast lamp  IP66 (High Lumen)  
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LUNIS K design-mast lamp (Straßenleuchte) IP66  
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LUNIS K HL design-mast lamp IP66 (High Lumen)  
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NOVIS LED-Panel (Flat light)  
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TECTIS LED-Downlight  
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STABIT LED-floor lamp direct /indirect illumination  
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SALVIS emergency light (LED, 3h)  
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REGIO surface light  for 3-phase track  
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PUNCTIS spotlight for 3-phase track  
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LINEA linear light for 3-phase track  
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ALBUGIN 1-10V dimming (e.g. for NOVIS)  
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SENSOR Sensors for 1-10V ( e.g. for SOLIS)  
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WORKIS 6.1 workplace / machine light  
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WORKIS 7.0 workplace / machine light, movable  
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WORKIS 9.0 workplace / machine light  
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WORKIS 10 workplace / machine light  
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WORKIS 11 flex arm work light  
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WORKIS 20 LED-lamp for extreme matters IP69K  
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FLEXS flexibel LED-Stripes for inside and outside  
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Office 
 

Gastronomy and Hotel 
 

Trade 
 

Fair and Event 
 

Industry 
 

Maschine 
 

 









* Lichtstrom ermittelt bei ta +25 °C. Abweichungen abhängig von Einbau- und Umgebungsbedingungen möglich.  /  Luminous flux determinded at ta +25 °C. Possible deviation depending on mounting- and ambient
conditions. 
** Angegeben ist die Komplettleistung der LED-Röhre inkl. Treiber. Toleranz +/- 5 %.  /  Total power consumption from LED tube including the driver. Tolerance +/- 5 %.
*** Reguläre Alterungserscheinungen der LED sind von der Garantie ausgeschlossen, hierfür beachten Sie die Lebensdauerangabe / Normal aging of LED excluded from warranty, please refer to rated lifetime.
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TECTO 

Länge 
Length 

Nennleistung** 
Nominal Power CRI CCT 

Lichtstrom 
Luminous Flux 

Gewicht 
Weight 

IP Klasse 
IP Class 

Abdeckung 
Cover Type 

Artikel-Nr. 
Item No. 

Eingangsspannung 
Input Voltage 

600 mm 9 W 

Ra �• 80) 

3000K 980 lm 

0,9 kg 

IP66 
weiß diffus 
diffused 
white 

S-TEC-6-3

100 – 240 V AC  

4000K 1020 lm S-TEC-6-4

6000K 1080 lm S-TEC-6-6

900 mm 13 W 

3000K 1300 lm 

1,1 kg 

S-TEC-9-3

4000K 1340 lm S-TEC-9-4

6000K 1380 lm S-TEC-9-6

1200 mm 18 W 

3000K 1800 lm 

1,3 kg 

S-TEC-12-3

4000K 1840 lm S-TEC-12-4

6000K 1880 lm S-TEC-12-6

1500 mm 22 W 

3000K 2200 lm 

1,5 kg 

S-TEC-15-3

4000K 2240 lm S-TEC-15-4

6000K 2280 lm S-TEC-15-6

100 – 240 
V AC 

3000K, 4000K  
5000K, 6000K 

IP66 �&�5�,���•������ 



  
 

-  Lichtstrom ermittelt bei 25 °C. Die genaue Lichtmenge kann, aufgrund der Montagesituation, abweichen. 
-  Maximalleistung ± 5 %. Leistungsaufnahme der kompletten Leuchte inkl. Treiber angegeben. 
-  Angegeben ist die IP Klasse des Leuchtenmoduls. Für Einhaltung in der Gesamtinstallation ist bauseits Sorge zu tragen. 
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LUCUS 
Wandstrahler (Wallwasher) für die Außenbeleuchtung IP65 
 

   

Eleganter Wandflächenstrahler für die einfache Aufwertung bisheriger Lichtinstallation oder zur 
Neuinstallation. | Flexible Positionierung zum Setzen von Akzenten. | Die Strahler können bis zu einer 
Gesamtleistung von 400 W verbunden werden. | Aluminium-LED-Platine und –Gehäuse sorgen für 
einen kühlen Betrieb für maximale Lebensdauer. | Der LED-Treiber ist integriert, somit muss keine 
Änderung an bisherigen Installationen erfolgen. | Abstrahlwinkel: 30°. | Lichtfarben: 3000K (Warmweiß), 
4000K (Neutralweiß) und 6000K (Kaltweiß). | Effizienz: ~160 lm/W. | Lebensdauer: ≥ 30.000 h. | 
Farbwiedergabeindex (CRI): Ra ≥ 80. | Betriebsumgebungstemperatur:  -30 °C bis +50 °C.  
 
Elegant wall washer for simply upgrading existing light installations or for new installations. | Flexible 
positioning to set accents. | The radiators can be connected up to a total output of 400 W. | Aluminum 
LED board and housing ensure cool operation for maximum lifespan. | The LED driver is integrated, so 
there is no need to change previous installations. | Beam angle: 30°. | Light colours: 3000K (warm 
white), 4000K (neutral white) and 6000K (cool white). | Efficiency: ~160lm/W. | Service life: ≥ 30,000 
hours. | Color rendering index (CRI): Ra ≥ 80. | Operating ambient temperature: -30°C to +50°C. 

 
Bezeichnung Anschlussleistung 

[W] 
Leuchten-
lichtstrom [lm] 

Abstrahlwinkel Maße [mm] 
(L x B x H) 

Lichtfarbe 
(Farbtemperatur) 

Artikel-Nr. PE / VE 
[St.] 

LUCUS   18 2.900 30° 500 x 55 x 
130 

3000K S-WF-18W5-830 5 / 1 

4000K S-WF-18W5-840 5 / 1 
6000K S-WF-18W5-860 5 / 1 

1000 x 55 x 
130 

3000K S-WF-18W10-830 5 / 1 
4000K S-WF-18W10-840 5 / 1 
6000K S-WF-18W10-860 5 / 1 

LUCUS 36 5.800 30° 1000 x 55 x 
130 

3000K S-WF-36W10-830 5 / 1 
4000K S-WF-36W10-840 5 / 1 
6000K S-WF-36W10-860 5 / 1 

              PE = Preiseinheit (bei geringerer Menge zzgl. 7 % Mindermengenzuschlag)  |  VE = Versandeinheit. 
 auch farbige Versionen möglich !!!! 

 

 
 

     
 

IK10  IP65   
 220 - 240 

V AC  50 - 60 
Hz  RG0  RG0  CRI 

Ra ≥ 80 

 




